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Introduction

The Roland R-26 is a portable audio recorder that gives a professional quality sound
and is capable to record up to six channels. It has two types of internal microphones,
X/Y directional and omnidirectional. There are 2 XLR/TRS combo inputs with 48V
phantom power for external mies, and a 3.5mm mic input for small stereo mies with
plug-in power. This recorder allows six different types of mic directionality options as
well as manual or automatic sensitivity inputs, and a peak feature to help you with
distortion and clipping. The R-26 is capable of dual recording, and can simultaneously
record-WAV and MP3 files. This intuitive recorder has a large, grey scale, backlit
touchscreen display for viewing input levels and selecting menu options, no squinting
required.
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Precautions
Care and handling
1) · Neve·r use the unit in extreme conditions such as:
a) High heat (direct sunlight in an enclosed vehicle or sauna for a
long period of time).
b) Moist/damp conditions (baths, wet floors, washing machine).
c) Dusty or sandy conditions (woodshop, beach, etc.).
d) High levels of vibration and shakiness (don't drop).
2) Turn down volume before using headphones.
3) When installing or replacing batteries, always turn off the power on this
unit and disconnect any other devices you my have connected.
4) Use a reasonable amount of care when using the unit's buttons, sliders, or
other controls; and when using its jacks and connectors. Rough handling
can lead to malfunctions and a large Media Resources fine.
5) Always turn the phantom power off when connecting any device other
than condenser microphones that require phantom power.

Power
Installing batteries:
1. Put your fingernail in the indentation at the top of the battery case cover,
and pull toward yourself.
2. Remove the battery compartment cover.
3. Insert batteries, taking care to observe the correct polarity.
4. Close the cover of the battery compartment.
NOTE Keep the batteries installed in the unit even though you'll be powering it with
the AC adaptor. That way, you'll be able to continue a performance even if the cord of
the AC adaptor gets accidently disconnected from the unit.
Connecting to the AC Adaptor:
1. Connect the AC adaptor's plug to the DC IN jack.
2. Plug the AC adaptor into an electrical outlet. The AC adaptor's indicator will
light.
Formatting the SD Card
When you format an SD card, all data on the card will be erased. This is a good habit to
get into if t9king out equipment from Media Resources Since other students will be
using this
equipment you will want to erase all previous data to have more memory available on
the SD card.
You must format the SD card on the R-26 itself. An SD card formatted on a device
other than the R-26 might not work correctly in the R-26.
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1. Media Resources has supplied the unit with a 4GB SDHC card. If you wish to
use your own SD card please make sure you replace the original card back in
the R-26. Make sure that the SD card you want to format is inserted in the SD
card , slot. Position the SD card with its top side facing the same way as the
R-26's top side, and carefully insert it.
2. Choose [MENU] > [SD CARD].
3. Touch [FORMATI.
4. To format the card, touch [YES]. The card will be formatted. When formatting
has been completed, COMPLETED! Will appear on the screen.
5. Touch [BACK] twice to return to the main screen.

NOTE Never insert or remove an SD card/SDHC card while this unit's power is on.
Doing so may corrupt the unit's data on the SD card.
Recording Settings
If you are recording for distribution of CD's, the internet, or recording audio for video,
you will need to specify the recording mode, the recording source, the sampling rate,
and the recording format.
A) Selecting the REC MODE
For the purpose of learning how to record sound we will be using 2 channel recording
mode also known as Stereo recording. Stereo recording uses two separate channels to
record different signals at the same time. Through the left channel and right channel
and the directionality of the microphones, the R-26 can reproduce dynamic sounds.
Use REC MODE to specify the number of channels that you want to record:
1. Choose [MENU] > [REC SETUP] > [REC MODE].
2. Touch [2 CHANNEL] for recording.
3. Touch [BACK] to return to the menu screen.
B) Selecting the REC SOURCE
Depending how many channels you selected different combinations will be available.
In 2 CHANNEL recording, the following are available:
•

INTERNAL - Selects the internal mies (a mix of the directional internal mies and
the omnidirectional internal mies).
• ANALOG - Selects the input from the ANALOG IN 1/L jack and ANALOG IN 2/R
jack. Recording will take place in stereo.
• ANALOG (MONO) - Selects the input from the ANALOG IN 1/Ljack and
ANALOG IN 2/Rjack. Two monaural channels will be recorded.

